
Data sheet
valid from: 9/21/26

Page 1 of 1

131
Pitcher tee, reducing on the branch, ISO/EN E1

* 770131225; 770131240; 770131226; 770131227; 770131229; 770131232
   Discontinued item available until 31.12.2025 

d1
(inch)

d2
(inch)

Black
Code

Galvanised
Code

SP GP a
(mm)

b
(mm)

c
(mm)

z1
(mm)

z2
(mm)

z3
(mm)

EN *- 3∕4 1∕2 770 131 116 770 131 216 10 47 48 25 32 35 10
EN *- 1 1∕2 770 131 119 770 131 219 30 49 51 28 32 38 11
EN *- 1 3∕4 770 131 121 770 131 221 30 53 54 30 36 39 13
EN *- 1 1∕4 1∕2 770 131 122 770 131 222 10 51 56 30 32 43 11
EN *- 1 1∕4 3∕4 770 131 123 770 131 223 15 55 58 33 36 43 14
EN *- 1 1∕4 1 770 131 125 770 131 225 15 66 68 36 47 51 17
EN *- 1 1∕2 1∕2 770 131 140 770 131 240 15 52 58 29 33 45 10
EN *- 1 1∕2 3∕4 770 131 126 770 131 226 15 55 61 33 36 46 14
EN *- 1 1∕2 1 770 131 127 770 131 227 10 66 71 36 47 54 17
EN *- 1 1∕2 1 1∕4 770 131 128 770 131 228 10 77 79 41 58 60 22
EN *- 2 1∕2 770 131 137 10 54 64 32 30 51 8
EN *- 2 3∕4 770 131 129 770 131 229 10 69 75 39 45 60 15
EN *- 2 1 770 131 130 770 131 230 5 70 77 40 46 60 16
EN *- 2 1 1∕4 770 131 131 770 131 231 5 80 85 45 56 66 21
EN *- 2 1 1∕2 770 131 132 770 131 232 5 91 94 48 67 75 24
EN *- 2 1∕2 1 1∕4 770 131 233 8 103 108 58 76 89 31
EN *- 3 2 770 131 135 770 131 235 4 138 143 69 108 119 39

The technical data are not binding. They neither constitute expressly warranted characteristics nor guaranteed properties nor a guar-

anteed durability. They are subject to modification. Our General Terms of Sale apply.
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