
Data sheet In-house soil & waste system

PP Double Branch 45° / 67° / 87° (HTDA)

Material PP (polypropylene)
Colour Grey
Standard SR EN 1451-1
Application Soil & waste discharge and ventilation inside

buildings
Jointing Socket with EPDM sealing ring (factory-fitted)
Temperature 60 °C operating; up to 95 °C short-term;

resistant down to −15 °C
Chemical
resistance

pH 2 – pH 12

Linear expansion 0.12 mm/m·K
Service life Minimum 50 years

Code d d1 α L Packaging
(mm) (mm) (°) (mm) (pcs/box/pallet)

FPE0089 110 110 45 228 10/80
FPE0132 110 110 67 228 5/60
FPE0092 110 110 87 194 10/80
FPE0166 110 50 45 300 20/160
FPE0086 110 50 67 300 20/160
FPE0177 50 50 45 124 20/480
FPE0104 50 50 67 137 20/480
FPE0105 50 50 87 115 20/480

Dimensions in mm; symbols refer to the drawing above.
Packaging = pieces per carton / box / pallet, as listed in the manufacturer’s range.

The technical data are not binding. They do not constitute expressly warranted characteristics, guaranteed properties or a guaranteed durability, and are
subject to modification without notice. Users are responsible for checking the suitability of the product for the intended application.
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